
Quality Certification To: ISO 9000
IMPROVE WELD QUALITY AND REDUCE COST WITH KATBAK® CERAMIC WELD BACKING

WELDING AND CUTTING

CERAMIC WELD BACKING TAPE - KATBAK®

welding and cutting automation

TANK BUILDING PIPE WELDING BRIDGE BUILDINGshIP BUILDING

Ceramic weld 
backing is centered 
on 4” wide heat 
receptive, pressure 
sensitive coated 
aluminum foil.

Gas release 
holes

Red centering  
line

All radius edges for 
curved surfaces 
(no extra charge)

Impart x-ray quality back beads on the root 
pass.

Weld one side only

Deposit more weld metal

Eliminate defects and rework

Eliminate costly unnecessary gouging and 
grinding

Size 1/4” (6.3 mm) to 2” (51 mm) special sizes 
and confrigurations available

Conveniently packaged and sealed in plastic for 
moisture proof protection

Wider heat receptive pressure sensitive foil for 
improved adhesion to work piece



KATBAK® Ceramic Weld Backing Improves Weld Quality, Saves Time and Reduces Cost

Available in 1/4” to 2” (6.3 mm to 50.8 mm) tiles



KATBAK® Ceramic Weld Backing Can Lay Root Weld & Fill In One Pass With X-Ray Quality Back Beads

Available in 1/4” to 2” (6.3 mm to 50.8 mm) tiles

(12.2m - 40ft./box)



KAT, KBM, MOGGY, KATBAK & SAM are registered trademarks of Gullco Enterprises Limiited

As a manufacturer and distributor of ceramics, Gullco can provide you with a KATBAK® ceramic weld backing to 
meet your needs. If you do not see the ceramic you need in this brochure contact Gullco or your Gullco distributor 

to discuss your specific requirement. 
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SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. ALL DIMENSIONS ARE NOMINAL


